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(57) Abstract: Disclosed is a rivet placing tool (1) 
comprising a head piece (2) for receiving a rivet (20), a 
device for gripping a riveting bolt, and a pulling device 
connected to the device for gripping a riveting bolt in 
order to improve control of riveted joints during rivet 
placing. Said rivet placing tool (1) also comprises a 
device for measuring the tensile stress of the pulling 
device. The inventive rivet placing tool (1) makes it 
possible to detect the cause of a fault by comparing 
measured variables with stored variables. 

(57) Zusammenfassung: Um eine verbesserte 
Kontrolle von Nietverbindungen beim Nietsetzen 
bereitzustellen ist ein Nietsetzwerkzeug (1) mit 
einem kopfstuck (2) zur Aufnahme einer Niete (20), 
einer Einrichtung zum Greifen eines Nietstiftes 
und eine mit der Einrichtung zum Greifen eines 
Nietstiftes verbundene Zugvorrichtung vorgesehen, 
welche zusMtzlich eine Einrichtung zur Messung der 
Zugspannung der Zugvorrichtung aufweist. Mit dem 
erfindungsgemassen Setzgerat (1) kann durch einen 
Vergleich von gemessenen Werten mit abgespeicherten 
Werten ein Fehlerursache festgestellt werden. 
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